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ILTER HOUSING PART# N/A 0533514 N/A 0541550 N/A N/A N/A 0591550-3 0521550-2 0521550-2
IFHOUSING A, REPLACE WITH 7] 215502 05215502 05915503 05915503 e —  —
USED ON SERIAL #S:
P36| 0-598 * P36 599-current* (B) P36 P36 New Models
P40 P40 3@ P40 1001-1095* 1096-current”
P50 1202-9685 * P50 36 * 13,001 to current 437-1201* (C) P50 P50 9686-11381" 11382-current” 3001-current”
P70 0-1321 % P70 1322-1616" 1617-current” 3001-current”
P90 735-1758 * P90 0-734 1759-2053" 2054-current” 3001-current”
P120) 0-1007 * P120] 1008-1354* 1355-current* 3001-current*
PII35 0O-current” PII35
PII65) 0-232 P@ 233-327% 328-current”
PIIg8 0-232 PlIg8 233-421% 422-532"
PII110| PII110] 0-165* 166-current* P
PIl g PII140 0-165% 166-240 P 241-current”
35| 0-current* S35
5 0-098 S65 099-167" 168-current”
8 0-041 588 042-073" 074-current” 8
5120 120-566 0-119* $120] S 567-604" S 605-current” S 605-current”
$140) $140] 0-38 S 039-current” S S

NOTES.
Please note thal "current” s as of 7-05.

= approx. serial # range, visual inspection
recommended when serial # s close to these numbers.
== very approx. serial # range, visual inspection
required when serial # s close to these numbers.

REPLACE WITH THIS PART # IF ORIGINAL FILTER
HOUSING IS MISSING OR DAMAGED. (PLEASE
INOTE ADDITIONAL PARTS MAY BE NEEDED TO
INSTALL THE NEW STYLE HOUSING and NEW
FILTER STYLE WILL HAVE TO BE NOTED FOR
ORDERING REPLACEMENT ELEMENTS IN THE
FUTURE )

[SNiF's 0-700 visual inspection required, as chances are
lgood it may have 0521551 style filtr.

[Visual inspection required, as many machines in the field
have had the fiter housing changed out and been
lupdated to take the 0521551 fiter.

No fitting change is needed to change from a 0521550
lto a_0521550-1




